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LOAD CELL CHARACTERISTICS

METRIC CAPACITIES (mm unless noted)

CAPACITY 25N
1 [FLEXURE WIDTH 12.7
2 |FLEXURE HEIGHT 75.95
3 |FLEXURE LENGTH 127.0
4 [LOAD MOUNTING SURFACE LENGTH 25.4
5 |MOUNTING HOLE OFFSET FROM EDGE 6.35
6 |MOUNTING THREADS TYPICAL .250-28 UNF-3A x 14.2 mm DEEP
7 |MOUNTING HOLES TO FLEXURE EDGE 6.35
8 |MOUNTING HOLE SPACING 12.7
9 |MOUNTING HOLES TO FLEXURE EDGE 38.1
10 |MOUNTING HOLE SPACING 50.8
11 |COVER WIDTH (19.0)
12 |COVER HEIGHT (50.8)
13 |COVER LENGTH (130.3)

14 |CABLE TYPE

6 CONDUCTOR, 30 GAGE, (2.41 DIA)

15 |IDENTIFICATION LABEL INCLUDING: MODEL, CAPACITY & SERIAL NUMBER
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7 7 - UNLESS OTHERWISE SPECIFIED REMOVE BURRS AND SHARP
I DIMENSIONS ARE IN INCHES SURPACE PINIGH 63 MICROINGHES
TOLERANCES ARE:
@ ANGLES +0°30' CREATOR DATE
XX +.010 DESIGNED: TITLE:
XXX +.005 CS 12/10/14
STD. RADII 015-.035 DETAILED:
®RUNOUT _ .002 CS 12/10/14
1. TOLERANCE FOR NETRIC DIMENSIONS +.03 MATERIAL: WEIGHT: —
FINISH: OUTPUT: CAM DATA: @ G A
2.3 mV/V SCALE: 1:1
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ADVANCED FORCE MEASUREMENT
7401 E. BUTHERUS DR. SCOTTSDALE, AZ USA 85260
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SPI-25N-853
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