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LOAD CELL CHARACTERISTICS e e e 81147
any reproduction thereof will be disclosed to others or used for the purpose of REVISIONS
US CAPACITIES SICAPACITIES o o e e Tre Cramig <l o e mropery of ertace ine. | REV. DESCRIPTION DATE | APPROVED
# |CAPACITY 2000 (|bf) 9000N and shall be returned upon request by Interface Inc. A INITIAL RELEASE 3/20/12
1 |THREADED HOLE | .500-20 UNF-2B ¥ 0.49 MIN |M12 X 1.75-6H ¥ 12.0 MIN B ADDED METRIC CAPACITY 1073712 Me
R.26 C UPDATED TO CURRENT STANDARDS. 08/31/16 DLC
2 [FLEXURE STAINLESS STEEL 6.6
MATERIAL [6.6] /ACTIVE END
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SHIELD : .
TENSION UPSCALE ~ 99  1.16 1.28
[25.2] [29.6] [32.6]

A STANDARD CABLE LENGTH IS 5 FT (1.5 m)
NON-STANDARD CABLE LENGTH PER OPTION CODE. ]
1.40
[35.6]

0.13[3.3] O.D. 4 CONDUCTOR
28 GAGE SHIELDED CABLE

.98 1.24
[24.9] [31.5]

CAP: 1 SIN:C]

[i;sl] IDENTIFICATION LABEL INCLUDING:
' MODEL, CAPACITY & SERIAL NUMBER
UNLESS OTHERWISE SPECIFIED | REMOVE BURRS AND SHARP amrer-face
p I
_'?(')’ﬁgi'ﬁgggfgg“ INCHES SURFACE FINISH 63 MICROINCHES | AN ED FORGE MEASUMEME T
ANGLES +0°30' CREATOR DATE 7401 E. BUTHERUS DR. SCOTTSDALE, AZ USA 85260
XX +.010 DESIGNED: TITLE:
XXX + 005 LAVAR C. 03/09/12 OUTLINE
STD. RADII .015 - .035 DETAILED: !
PRUNOUT 002 AL 03/09112 | SML-2000, SML-9000N
MATERIAL: WEIGHT: - -
063 (Ibs) AT 81147 il
FINISH: OUTPUT: CAM DATA: @ G C
SCALE: 1:1.25] [SHEET 1 OF 4

* CAD FILE <N:\~\81147C.SLD***>
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