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  5.    FLEXURE MATERIAL: ALUMINUM.

  4.    OUTPUT: 1.5 mV/V.

  3.    FATIGUE RATED LOAD CELL.

2   COVER COLOR: BLUE.

1   STANDARD CABLE LENGTH IS 10FT [3M]
         NON-STANDARD CABLE PER OPTION CODE.

 

REVISIONS
REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE 11/08/2016 DLC

CABLE CONNECTIONS
COLOR FUNCTION
RED + EXCITATION
GREEN + OUTPUT
WHITE - OUTPUT
BLACK - EXCITATION
SHIELD N/C

TENSION UPSCALE

LOAD CELL CHARACTERISTICS
US CAPACITES SI CAPACITES

# CAPACITY 25, 50 125 100N 250N, 500N

1 OVERALL WIDTH 0.80 [20.3] 0.68 [17.2 0.80 [20.3] 0.68 [17.2] 

2 COVER HEIGHT 0.80 [20.3] 0.70 [17.8] 0.80 [20.3] 0.70 [17.8]

3 MOUNTING THREAD, 
BOTH ENDS .25-28 UNF-2B M6 X 1-6H
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SSMF 25-125, 100N-500N

81809Interface Inc. claims proprietary rights in the information disclosed hereon.  This
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